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Properties: AKEMI® BS 220 is a polymer-modified silicate resin and is characterized 
by the following properties: 
 
- low odour 
- free of solvents 
- simple and clean handling 
- can be mixed directly in the bottle without further aids 
- easy processing and dosing due to bottle nozzle with different 

opening sizes 
- mixing ratio 1:1 by weight 
- working time approx. 12 - 15 minutes (at 20°C) 

 
Application Area:  AKEMI® BS 220 Silicate Repair Resin is used for grouting and closing of 

joints and fissures in mineral screed flooring. 
 

Instructions for Use: 1. Preparation of surface: remove dust, loose or friable parts etc. 
before application. If necessary, widen cracks with a cutting disc to 
ensure good penetration of the repair resin, make cross-sections 
every approx. 25 cm and insert screed clamps. Then carefully 
vacuum out the fissures again. 

2. Pour in component A (colourless) completely into component B, 
close the bottle with the nozzle and shake for approx. 30 seconds, 
until a homogenous and streak-free yellow shade of colour is 
achieved. 

3. Partial quantities can be prepared by weighing with a scale in a 
mixing ratio of 1:1. For dosing by volume, we recommend our 
mixing bottle AKEMI BS 220 which can be ordered separately. With 
the mixing bottle, partial quantities of ¼, ½ and ¾ of the quantity 
can be filled according to scale A and A+B (mixing quantity). 

4. Cut the nozzle to the desired opening size and fill the material into 
the fissure/joint flush with the surface. 

5. Viscosity slowly increases after mixing. Fill in small and narrow 
fissures immediately, for wider fissures, it is advisable to wait for a 
few minutes until a slightly higher viscosity is reached. 

6. Smooth the surface and sprinkle with dry quartz sand. 
7. After 1 hour at the earliest, the surface can be filled. 

 
Special Notes:  
 

- For professional use only. 
- Do not use at temperatures below 10°C. 
- The surface must be clean and dry. 
- Product not yet hardened can be removed with AKEMI® Cleaner A 

or AKEMI® Nitro Thinner. 
- Product already hardened can only be removed mechanically. 
- Low temperatures prolong, high temperatures shorten the 

hardening time. 
- Recycling in accordance with the guidelines of EU Decision 97/129 

EC on the Packaging Directive 94/62/EC. 
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Technical Data: Chemical base: 
Density comp. A: 
Density comp. B: 
Colour comp. A: 
Colour comp. B: 
Working time: 
Fillable: 
Completely hardened: 
 

polymer-modified silicate resin 
1.52 g/cm³ 
1.15 g/cm³ 
colourless liquid 
brown liquid 
12 - 15 min at 20°C 
after 1 hour at the earliest 
after 48 h 
                   

Storage: 
 

If stored in dry and cool condition (5-25°C/41-77°F) in its closed original 
container at least 12 months from production. 
 

Health & Safety: Read Safety Data Sheet before handling or using this product. 
 

Important Notice: The above information is based on the latest stage of development and 
application technology. Due to a multiplicity of different influencing 
factors, this information – as well as other oral or written technical advises 
– must be considered as non-binding hints. The user is obliged in each 
particular case to conduct performance tests, including but not limited to 
trails of the product, in an inconspicuous area or fabrication of a sample 
piece. 

 

 

 

 

 

 

                                                                                                                          

 

 

 

 

 

 

 

 


